
KS16 is a general purpose, lever-operated 
knapsack sprayer suitable for a wide range of 
agricultural and horticultural applications.

General purpose knapsack sprayer

P R E C I S I O N  A P P L I C A T I O N

 Robust and easy to maintain

 Competitively priced

 Supplied with a range of nozzles to suit most spraying 
operations

 Chemical resistant seals

 Comfortable adjustable shoulder straps
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A versatile sprayer for a wide range 
of applications
KS16 is a good quality, lever-operated knapsack sprayer suitable 
for a wide range of agricultural and horticultural uses.

It is highly versatile and compatible for use with most crop 
protection products.

Comfortable and easy to use
Robust and easy to maintain, the KS16 sprayer has been designed 
with ease of use in mind. KS16 features an internal piston pump 
and pressure cylinder, comfortable adjustable shoulder straps and 
a 16 litre tank.

The tank design incorporates a wide neck and comes complete 
with a filter for enhanced safety of filling operations.

KS16 also features chemical resistant seals and can therefore be 
used with most agrochemicals.

Optional accessories are also available which include a selection of 
additional nozzles, CFValvesTM and spray shield.

P R E C I S I O N  A P P L I C A T I O N

Distributed by

1. Spray Nozzle

2. Chrome Plated Brass Lance

3. Stainless Steel Pump Lever

4. Lockable Trigger Valve

5. VitonTM O-ring Seals in Trigger Valve

6. HDPE Tank

7. Tank Lid with Basket Filter

8. Reinforced Hose

9. Cylinder Pump with Chemical 
 Resistant Seal

10. Optional Spray Shield 

General enquiries:
Tel: +44 (0)1885 482397 
Fax: +44 (0)1885 483043 
Email: enquiries@micron.co.uk
www.microngroup.com

Australian enquiries:
Tel: +61 (0)8 8582 4077
Fax: +61 (0)8 8582 3857
Email: enquiries@enviromist.com.au

Specification
Weight (empty): 3.2 kg 

Capacity: 16 litres 

Pump: Internal Piston Pump with HytrelTM seal 

Pressure Chamber: Internal 

Tank Material: HDPE 

Hose Material: Reinforced PVC 

Output at 3 Bar: 2.4 l/min (32 strokes/min) 

Trigger Valve: In-line valve with VitonTM seals 

Lance: Chrome Plated Brass 

Nozzles: Hollow cone
Flat fan
Optional CFValvesTM 


